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LAMP PHOTOMETRIC REPORT

MODEL: 93TLOM1540/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2132 2135 2188 2321 2414 2405 2306 2202 271.4 271.4 20.4

795.9 796.4 826.0 865.3 889.8 890.0 859.1 818.5 386.7 658.0 49.5

365.1 364.3 391.8 438.1 463.5 460.9 435.7 398.2 296.6 954.6 71.9

100.4 100.3 101.7 103.0 104.0 103.5 101.5 100.2 119.5 1074 80.9

84.02 84.66 85.51 86.16 86.71 86.42 85.14 84.26 71.73 1146 86.3

68.23 68.73 69.60 70.41 70.70 70.70 69.96 68.85 69.61 1215 91.5

51.19 51.26 52.45 53.72 54.27 54.39 53.80 52.34 60.99 1276 96.1

20.87 20.35 21.20 23.13 24.99 25.57 24.60 22.62 40.52 1317 99.2

0.2826 0.2802 0.2778 0.2792 0.3831 0.5291 0.3486 0.2683 11.19 1328 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93TLOM1540/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3524

5 3053

10 2132

15 1243

20 796

25 639

30 365

35 123

40 100

45 91.4

50 84.0

55 76.6

60 68.2

65 60.2

70 51.2

75 36.1

80 20.9

85 7.96

90 0.28

10

3524

3052

2140

1248

798

640

366

123

101

91.9

84.5

76.7

68.3

60.2

51.2

36.0

20.8

7.84

0.28

20

3524

3038

2118

1235

792

638

361

122

101

91.6

84.3

76.7

68.3

60.2

51.0

35.6

20.4

7.60

0.28

30

3524

3046

2131

1248

796

640

365

123

101

91.9

84.8

76.9

68.5

60.3

51.2

35.7

20.5

7.61

0.28

40

3524

3040

2123

1240

792

639

362

122

100.0

91.2

84.6

76.9

68.6

60.4

51.1

35.5

20.2

7.47

0.28

50

3524

3055

2147

1265

800

641

367

124

101

91.5

84.8

77.1

68.9

60.7

51.4

35.7

20.5

7.61

0.28

60

3524

3052

2142

1265

802

642

366

124

100

91.3

84.5

77.2

69.0

60.8

51.5

35.7

20.4

7.61

0.28

70

3524

3069

2163

1293

815

649

375

127

101

91.9

85.0

77.5

69.2

61.1

51.9

36.1

20.7

7.81

0.28

80

3524

3071

2157

1297

814

654

379

128

101

91.8

84.8

77.5

69.3

61.2

52.0

36.1

20.7

7.87

0.28

90

3524

3095

2188

1326

826

664

392

133

102

92.5

85.5

77.8

69.6

61.5

52.5

36.7

21.2

8.21

0.28

100

3524

3103

2201

1328

828

667

398

135

101

92.2

85.1

77.9

69.7

61.7

52.7

37.0

21.4

8.43

0.28

110

3524

3132

2254

1357

842

678

413

141

102

92.7

85.7

78.1

70.0

61.9

53.1

37.7

22.0

8.89

0.28

120

3524

3140

2271

1363

847

682

420

143

102

92.5

85.5

78.1

70.1

62.1

53.3

38.1

22.3

9.17

0.28

130

3524

3167

2315

1392

865

693

436

195

103

93.3

86.3

78.5

70.4

62.3

53.7

38.8

23.0

9.67

0.28

140

3524

3171

2326

1397

866

673

440

154

103

93.1

86.0

78.6

70.4

62.4

53.8

39.2

23.3

9.93

0.28

150

3524

3194

2361

1430

879

704

451

203

104

94.0

86.9

79.0

70.7

62.6

54.0

39.8

23.9

10.4

0.28

160

3524

3198

2366

1434

879

681

453

162

104

93.6

86.6

79.0

70.6

62.5

54.1

40.1

24.1

10.6

0.32

170

3524

3215

2402

1464

888

707

462

209

104

94.0

87.2

79.3

70.8

62.7

54.3

40.7

24.7

11.1

0.36

180

3524

3221

2414

1473

890

707

463

209

104

93.4

86.7

79.1

70.7

62.6

54.3

41.0

25.0

11.3

0.38

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93TLOM1540/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 3524

5 3217

10 2411

15 1469

20 884

25 684

30 461

35 170

40 104

45 93.1

50 86.2

55 78.9

60 70.7

65 62.6

70 54.3

75 41.1

80 25.1

85 11.4

90 0.45

200

3524

3229

2431

1491

894

710

465

212

104

94.2

86.8

79.1

70.8

62.8

54.4

41.4

25.5

11.7

0.49

210

3524

3221

2415

1478

886

686

461

170

103

94.1

86.4

79.0

70.7

62.6

54.4

41.4

25.5

11.7

0.54

220

3524

3226

2419

1491

895

712

464

212

104

94.5

86.8

79.0

70.8

62.7

54.4

41.6

25.7

11.9

0.54

230

3524

3209

2391

1471

884

684

458

170

103

93.3

86.0

79.0

70.6

62.5

54.3

41.3

25.5

11.7

0.52

240

3524

3212

2392

1475

892

705

459

207

103

94.2

86.8

78.9

70.7

62.6

54.4

41.4

25.5

11.7

0.48

250

3524

3190

2354

1446

876

679

451

165

103

93.6

86.2

78.7

70.4

62.4

54.2

41.0

25.2

11.5

0.44

260

3524

3190

2351

1440

877

697

448

202

103

93.3

86.1

78.6

70.3

62.3

54.1

41.0

25.1

11.4

0.38

270

3524

3166

2306

1403

859

671

436

155

101

92.2

85.1

78.1

70.0

62.0

53.8

40.4

24.6

11.0

0.35

280

3524

3160

2298

1389

854

684

431

195

102

92.5

85.4

77.9

69.8

61.8

53.6

40.1

24.3

10.8

0.30

290

3524

3136

2255

1353

837

673

419

144

101

91.7

84.4

77.7

69.5

61.4

53.2

39.4

23.7

10.3

0.28

300

3524

3128

2242

1341

834

667

415

141

101

91.6

84.4

77.6

69.3

61.2

52.9

39.0

23.4

10.0

0.27

310

3524

3104

2204

1308

819

657

402

135

100

91.3

84.1

77.1

69.0

60.9

52.5

38.3

22.8

9.51

0.27

320

3524

3102

2201

1302

818

653

395

133

100

91.6

84.5

76.9

68.7

60.7

52.2

37.9

22.5

9.23

0.27

330

3524

3082

2171

1271

807

647

382

129

99.6

90.9

83.7

76.5

68.4

60.4

51.8

37.3

21.9

8.80

0.27

340

3524

3078

2169

1272

808

645

378

127

100.0

91.1

84.0

76.4

68.3

60.3

51.6

36.9

21.6

8.56

0.27

350

3524

3061

2142

1250

800

641

369

124

99.7

90.8

83.8

76.4

68.1

60.1

51.3

36.4

21.1

8.19

0.27

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 October 2022 Remarks:


