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LAMP PHOTOMETRIC REPORT

MODEL: 98ANTARES1000/BL

POWER: 1000W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 135832 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :60.5 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 992.4 999.9 1004 991.7 981.3 1018 1040 1027 0- 10 10007 10007 7.37
20 642.3 781.1 817.1 769.8 651.2 811.8 874.3 807.7 10- 20 24935 34942 25.7
30 475.5 561.2 599.6 562.3 489.5 600.6 663.3 590.1 20- 30 30435 65376 48.1
40 344.8 364.3 373.5 370.5 354.7 409.1 446.6 401.0 30— 40 29749 95126 70
50 206.5 174.4 138.1 182.2 214.2 224 .4 200.6 218.5 40- 50 22153 117279 86.3
60 58.10 58.72 51.09 62.50 65.45 77.84 65.22 73.05 50- 60 10834 128113 94.3
70 23.13 32.93 23.10 34.09 23.48 40.38 34.66 39.00 60— 70 4522 132635 97.6
80 52.82 11.64 6.805 12.15 47.36 18.58 11.13 16.76 70- 80 2410 135045 99.4
90 1.073 0 0 0 1.748 0 0 0 80- 90 786.9 135832 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:X100cd UNIT:1lm
H(3) Range:-90 - 90DEG V(B) Range:-85 - 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:03 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98ANTARES1000/BL
POWER: 1000W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: X100cd
C (DEG)
y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
0 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090
5 1072 | 1070 | 1068 | 1067 | 1066 | 1065 | 1065 | 1064 | 1064 | 1064 | 1063 | 1063 | 1062 | 1062 | 1062 | 1061 | 1061 | 1061 | 1061
10 992 989 | 987 987 989 | 992 994 998 | 1000 | 1000 | 1002 | 1003 | 1003 | 1003 | 1003 | 1003 | 1004 | 1003 | 1004
15 824 | 828 | 835 | 845 | 854 | 863 | 871 | 880 | 889 | 896 | 901 906 | 910 914 916 | 917 916 | 916 | 916
20 642 651 665 | 683 | 701 | 721 | 740 | 754 | 768 | 781 | 790 | 798 | 805 | 810 | 813 | 815 | 816 | 817 | 817
25 526 | 534 | 545 | 560 | 582 600 616 | 633 | 649 | 665 | 680 690 697 | 702 | 705 | 708 | 708 | 709 | 709
30 476 | 478 | 484 | 493 | 504 | 516 | 528 | 539 | 552 | 561 | 571 | 580 | 588 | 593 | 597 | 599 | 599 | 600 600
35 414 | 414 | 417 | 423 | 429 | 435 | 443 | 448 | 455 | 461 | 468 | 475 | 480 | 485 | 488 | 490 | 491 | 490 | 490
40 345 | 343 | 343 | 345 | 349 | 353 | 355 | 358 | 361 | 364 | 367 | 370 | 373 | 374 | 374 | 374 | 374 | 373 | 373
45 275 | 273 | 272 | 271 | 272 | 272 | 271 | 272 | 269 | 268 | 266 | 264 | 262 | 259 | 256 | 253 | 252 | 250 | 250
50 207 | 204 | 201 | 199 | 197 | 194 | 191 | 185 | 180 | 174 | 170 | 164 | 160 | 156 | 152 | 147 | 142 | 139 | 138
55 129 | 127 | 125 | 124 | 121 | 119 | 114 | 108 | 104 | 99.1 | 96.1 | 90.6 | 88.6 | 87.9 | 86.0 | 83.3 | 82.2 | 81.4 | 81.3
60 58.1|59.2|60.5|62.0| 64.1 | 65.4|65.2 | 63.8|62.0|58.7|57.7|56.5|55.2|54.9|54.3|53.3|52.2|51.4]51.1
65 31.5|32.3|34.7|37.5|41.3|45.6 | 48.1 | 47.5 | 45.3 | 42.8 | 40.9 | 39.0 | 38.5 | 38.5 | 38.5 | 38.3 | 37.9 | 37.2 | 37.0
70 23.1(23.3|24.1|26.4|29.6|33.7|36.2|36.2(34.9|32.9(31.1|29.5|28.6|28.3|27.7|26.6|25.6|24.1]23.1
75 23.4|18.9|16.3|18.0|20.0 | 22.8 | 24.6 | 24.3 | 23.3 | 22.2|21.3|20.3|19.7|19.0|17.8|16.4 | 15.0 | 13.5]12.9
80 52.8 | 30.9|12.4|9.55|10.3|12.3|13.6 |14.1|13.0 |11.6|11.2 |11.2|11.1|10.7|10.1|9.12|7.67 | 6.82 | 6.81
85 31.1)16.3|9.20 | 5.91|4.91|5.15|5.61 | 5.84 | 5.20 | 4.75 | 4.89 | 4.78 | 4.15 | 3.50 | 3.10 | 2.67 | 2.68 | 1.93 | 1.95
90 1.07 | 0.00 | 0.00| 0.00 | 0.00| 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:03 October 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98ANTARES1000/BL
POWER: 1000W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: X100cd

C (DEG)

y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090
5 1061 | 1061 | 1061 | 1062 | 1062 | 1062 | 1062 | 1062 | 1062 | 1062 | 1062 | 1061 | 1061 | 1062 | 1062 | 1063 | 1065 | 1067 | 1066
10 1003 | 1003 | 1002 | 1002 | 1001 | 998 997 994 992 990 988 983 | 980 978 976 | 976 | 978 981 981
15 915 | 915 | 914 911 908 902 | 896 | 889 | 881 | 873 | 862 | 853 | 844 | 835 | 827 | 818 | 812 | 810 | 815
20 816 | 814 | 811 | 807 | 802 | 795 | 787 | 779 | 770 | 758 | 745 | 731 | 713 | 697 682 669 | 657 651 659
25 707 | 706 | 704 | 700 696 | 690 683 | 674 661 648 634 619 | 605 | 590 | 574 | 560 | 549 | 540 | 544
30 599 | 597 | 596 | 593 | 590 | 585 | 579 | 571 | 562 | 555 | 544 | 535 | 526 | 515 | 506 | 497 | 492 | 490 | 492
35 490 | 490 | 489 | 487 | 484 | 480 | 476 | 470 | 466 | 460 | 455 | 451 | 445 | 440 | 435 | 429 | 427 | 427 | 429
40 374 | 374 | 376 | 376 | 377 | 376 | 375 | 372 | 370 | 368 | 366 | 363 | 362 | 359 | 356 | 353 | 353 | 355 | 356
45 251 | 254 | 257 | 261 | 264 | 268 | 270 | 273 | 277 | 279 | 281 | 281 | 281 | 281 | 281 | 281 | 282 | 284 | 285
50 140 | 144 | 150 | 156 | 162 | 167 | 172 | 177 | 182 | 189 | 194 | 199 | 203 | 205 | 207 | 209 | 212 | 214 | 216
55 82.0|83.5|85.5(89.1(91.8|93.1(95.7| 102 | 106 | 111 | 114 | 121 | 125 | 129 | 131 | 134 | 136 | 138 | 140
60 51.6 | 52.9 | 54.5 | 56.0 | 57.4 | 58.4 | 59.7 | 61.1 | 62.5 | 65.9 | 67.9 | 69.3 | 70.7 | 70.9 | 69.2 | 68.0 | 66.3 | 65.4 | 68.9
65 37.7 | 38.5(39.1|39.5(39.7|39.9|40.3|42.3|44.2 | 46.6|49.0|49.9|47.9|43.9|39.7|36.4|33.9|33.1]34.5
70 24.3|26.0|27.3|28.4|29.1|29.6|30.5|32.1|34.1|36.2|37.6|37.1|34.0|29.6|26.4|24.2|23.5|23.5]24.1
75 13.7 | 15.0 | 16.3 | 17.6 | 19.0 | 19.9 | 21.1 | 22.5 | 23.5 | 24.6 | 25.6 | 25.4 | 23.2 | 20.1 | 18.2 | 16.6 | 18.0 | 20.8 | 18.4
80 6.99|7.72|9.01|10.0 | 10.6 | 10.8 [ 11.1 | 11.3 (12.2 | 13.7 |14.9| 14.6 | 13.0| 10.9|10.2 | 12.4 |29.6 | 47.4 | 29.2
85 2.01|3.07|3.16|3.23|3.67|4.27|4.93|4.94|4.92|5.61|6.19|5.83|5.51|5.32|7.20|10.8|19.6|29.9]27.0
90 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/[0.00|1.75]0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:03 October 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98ANTARES1000/BL
POWER: 1000W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--3 UNIT: X100cd

C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090
5 1066 | 1067 | 1067 | 1068 | 1069 | 1071 | 1072 | 1073 | 1074 | 1075 | 1075 | 1076 | 1077 | 1077 | 1077 | 1078 | 1079 | 1079 | 1079
10 983 | 986 | 991 | 997 | 1003 | 1010 | 1015 | 1018 | 1023 | 1027 | 1029 | 1032 | 1034 | 1036 | 1037 | 1038 | 1040 | 1040 | 1041
15 824 | 836 | 848 | 862 | 876 | 890 | 906 | 918 | 928 | 938 | 946 | 954 | 958 | 961 | 962 | 963 | 965 | 965 | 966
20 672 | 690 | 712 | 735 | 759 | 778 | 795 | 812 | 824 | 835 | 846 | 855 | 862 | 868 | 871 | 873 | 874 | 875 | 873
25 553 | 568 | 593 | 616 | 638 | 660 | 682 | 701 | 720 | 734 | 744 | 753 | 760 | 765 | 768 | 770 | 771 | 770 | 769
30 498 | 508 | 521 | 537 | 554 | 569 | 587 | 601 | 617 | 630 | 641 | 649 | 655 | 659 | 662 | 663 | 663 | 662 | 660
35 434 | 441 | 451 | 461 | 473 | 483 | 494 | 505 | 515 | 527 | 536 | 544 | 549 | 554 | 556 | 556 | 556 | 555 | 553
40 359 | 365 | 373 | 380 | 387 | 394 | 401 | 409 | 417 | 425 | 432 | 438 | 442 | 445 | 446 | 446 | 447 | 445 | 444
45 287 | 291 | 295 | 300 | 304 | 309 | 312 | 316 | 320 | 324 | 326 | 328 | 328 | 328 | 326 | 325 | 324 | 324 | 324
50 218 | 220 | 222 | 224 | 225 | 225 | 225 | 224 | 223 | 221 | 219 | 217 | 214 | 210 | 206 | 202 | 201 | 201 | 203
55 143 | 144 | 146 | 146 | 146 | 142 | 140 | 138 | 135 | 130 | 128 | 126 | 122 | 117 | 114 | 112 | 111 | 111 | 112
60 74.2 | 77.5|80.0 | 82.9|83.5|82.7|81.0|77.8|77.1|75.0|73.4|73.1|72.1|69.9| 67.5|65.8|65.2|65.6|67.0
65 38.3|42.3|47.1|52.1|55.2|55.1|54.1|52.5|51.0|49.4|49.7|50.0|50.2|49.9|49.4|48.8 | 48.3| 48.4 | 48.8
70 25.4 | 28.2(32.1|37.4|41.8|43.5|42.4 | 40.4 | 38.8|37.7|37.2|37.6|38.0|37.7|36.2|35.3|34.7|34.5]35.1
75 17.6 | 19.9 | 22.5| 26.4 | 30.0 | 31.4 | 31.1 | 30.3 |29.3|28.1|27.6|27.5|26.7|25.3|23.9(21.9|20.5/|21.4|22.8
80 13.2|11.8 | 13.3|16.3 | 18.6 | 19.2 | 18.9| 18.6 | 18.2 | 17.9|18.1| 17.7 |16.5| 15.1 | 13.4 | 11.7 |11.1 | 11.5 | 12.4
85 12.1|7.43 | 6.86 | 8.08 | 9.16 | 10.1 | 9.70 | 8.80 | 8.80 | 9.13 | 8.54 | 7.42 | 6.33 | 5.32 | 4.20 | 3.58 | 3.51 | 3.52 | 3.92
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(3) Range:-90 - 90DEG V(B) Range:-85 - 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:03 October 2022

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98ANTARES1000/BL
POWER: 1000W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--4 UNIT: X100cd

C (DEG)

y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355
0 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090 | 1090
5 1080 | 1080 | 1081 | 1080 | 1080 | 1079 | 1078 | 1078 | 1077 | 1075 | 1074 | 1073 | 1072 | 1072 | 1072
10 1041 | 1040 | 1039 | 1036 | 1034 | 1031 | 1027 | 1024 | 1020 | 1013 | 1007 | 1002 | 997 | 994 | 992
15 966 | 963 | 960 | 954 | 946 | 937 | 927 | 914 | 898 | 882 | 867 | 852 | 840 | 831 | 826
20 870 | 865 | 858 | 848 | 836 | 823 | 808 | 789 | 770 | 750 | 725 | 701 | 679 | 661 | 649
25 765 | 759 | 751 | 741 | 729 | 713 | 692 | 670 | 646 | 624 | 601 | 578 | 553 | 538 | 530
30 657 | 652 | 644 | 634 | 621 | 607 | 590 | 576 | 557 | 541 | 523 | 507 | 494 | 483 | 478
35 550 | 544 | 538 | 529 | 519 | 507 | 495 | 483 | 472 | 461 | 449 | 438 | 429 | 421 | 416
40 441 | 437 | 432 | 425 | 417 | 409 | 401 | 392 | 384 | 377 | 370 | 361 | 354 | 349 | 346
45 324 | 323 | 322 | 321 | 318 | 313 | 309 | 305 | 301 | 295 | 290 | 286 | 281 | 279 | 276
50 207 | 210 | 212 | 214 | 215 | 217 | 218 | 218 | 218 | 218 | 216 | 214 | 211 | 210 | 208
55 114 | 119 | 122 | 124 | 125 | 129 | 130 | 133 | 134 | 135 | 136 | 135 | 134 | 131 | 130
60 69.0 | 70.5| 70.9 | 70.5 | 72.0 | 73.4 | 73.0 | 75.7 | 76.7 | 76.5 | 75.9 | 72.0 | 69.3 | 66.2 | 60.8
65 48.9 | 48.7 | 48.5| 48.2 | 47.9 | 49.2 | 50.9 | 52.7 | 54.7 | 54.6 | 51.2 | 45.7 | 40.4 | 36.3 | 32.7
70 36.0 | 36.3|35.8|35.4(35.8|37.1|39.0|41.0|42.0|41.0|37.1|31.5|27.4|24.6|23.4
75 23.8 | 24.8|25.4|25.8|26.6|27.8|28.5|29.1|29.4|28.6|25.8|22.1|19.2|17.2|19.7
80 13.6 | 14.9| 15.8 | 16.3 | 16.5 | 16.4 | 16.8 | 17.6 | 18.1 | 17.2 | 14.9 | 12.1 | 10.8 | 13.8 | 34.1
85 4.85|5.71 | 6.50 | 7.48 | 8.41 | 7.96 | 8.06 | 8.83 | 8.97 | 7.86 | 7.12 | 6.14 | 8.30 | 12.2 | 25.2
90 0.00 | 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00]|0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:03 October 2022 Remarks:



