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LAMP PHOTOMETRIC REPORT

MODEL: 98EOS200/BL

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 24253 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:X10cd UNIT:lm

1280 1282 1283 1282 1274 1267 1267 1275 1221 1221 5.03

1255 1259 1263 1261 1248 1242 1248 1252 3589 4810 19.8

1175 1177 1179 1183 1180 1177 1180 1178 5649 10459 43.1

1048 1032 1031 1043 1063 1059 1054 1047 7007 17466 72

164.1 244.5 311.6 245.9 363.3 284.7 230.8 280.1 6081 23547 97.1

15.85 13.87 13.40 13.36 15.91 13.39 13.26 13.06 521.0 24068 99.2

8.668 7.569 7.036 7.492 8.408 7.199 6.626 7.163 101.5 24170 99.7

4.127 3.876 3.466 3.834 3.963 3.717 3.366 3.721 58.88 24229 99.9

0.6074 0.6473 0.4410 0.6696 0.6403 0.7763 0.5247 0.7666 24.30 24253 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:26 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98EOS200/BL

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: X10cd

0

0 1278

5 1282

10 1280

15 1272

20 1255

25 1226

30 1175

35 1119

40 1048

45 900

50 164

55 25.8

60 15.8

65 11.5

70 8.67

75 6.32

80 4.13

85 2.16

90 0.61

10

1278

1284

1282

1277

1258

1227

1179

1121

1050

898

342

26.1

16.5

11.5

8.62

6.30

4.12

2.16

0.77

20

1278

1282

1281

1275

1259

1227

1177

1117

1042

883

159

25.4

15.4

11.1

8.31

6.21

4.42

2.59

0.75

30

1278

1284

1284

1275

1260

1229

1178

1117

1039

877

336

25.1

14.7

10.6

8.02

6.02

4.22

2.44

0.73

40

1278

1283

1281

1274

1259

1229

1176

1112

1033

866

161

24.6

14.0

10.1

7.65

5.70

3.89

2.12

0.66

50

1278

1283

1283

1277

1260

1231

1178

1113

1032

865

328

25.2

13.8

9.89

7.49

5.58

3.86

2.17

0.63

60

1278

1286

1284

1277

1261

1232

1176

1110

1030

855

171

25.5

13.5

9.72

7.35

5.46

3.87

2.31

0.64

70

1278

1285

1283

1276

1262

1233

1178

1110

1030

856

317

25.8

13.6

9.66

7.22

5.29

3.73

2.20

0.58

80

1278

1284

1284

1275

1262

1232

1178

1109

1027

847

177

25.3

13.4

9.45

7.04

5.11

3.45

1.88

0.57

90

1278

1285

1283

1276

1263

1235

1179

1110

1031

850

312

25.2

13.4

9.41

7.04

5.20

3.47

1.68

0.44

100

1278

1285

1283

1275

1262

1234

1179

1110

1029

847

185

24.4

13.2

9.40

7.00

5.09

3.43

1.86

0.56

110

1278

1284

1283

1277

1262

1235

1182

1115

1031

856

316

24.3

13.2

9.60

7.18

5.27

3.69

2.21

0.60

120

1278

1285

1283

1275

1261

1233

1181

1116

1033

859

176

23.5

13.1

9.63

7.33

5.44

3.84

2.34

0.65

130

1278

1283

1283

1276

1261

1233

1183

1120

1041

878

329

23.2

13.3

9.78

7.45

5.55

3.84

2.20

0.65

140

1278

1283

1282

1274

1261

1231

1183

1121

1046

890

163

22.8

13.4

9.91

7.53

5.61

3.83

2.12

0.69

150

1278

1282

1282

1275

1260

1231

1184

1126

1053

909

349

23.4

14.0

10.3

7.74

5.80

4.07

2.37

0.75

160

1278

1281

1278

1270

1256

1229

1183

1126

1057

916

164

24.0

14.6

10.7

8.09

5.94

4.24

2.53

0.77

170

1278

1279

1276

1268

1254

1225

1182

1128

1063

927

357

25.0

15.4

11.2

8.39

6.14

4.06

2.15

0.77

180

1278

1278

1274

1265

1248

1223

1180

1127

1063

928

363

25.2

15.9

11.2

8.41

6.09

3.96

2.11

0.64

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:26 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98EOS200/BL

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: X10cd

190

0 1278

5 1278

10 1273

15 1264

20 1248

25 1221

30 1180

35 1128

40 1063

45 927

50 183

55 25.5

60 15.4

65 11.1

70 8.22

75 6.02

80 3.96

85 2.16

90 0.84

200

1278

1276

1270

1259

1245

1219

1178

1126

1064

929

368

25.9

14.9

10.7

8.00

5.91

4.23

2.60

0.87

210

1278

1275

1269

1259

1244

1218

1177

1127

1062

924

192

25.6

14.0

10.1

7.59

5.66

3.98

2.42

0.85

220

1278

1274

1267

1257

1242

1217

1178

1126

1061

921

367

26.9

13.5

9.67

7.30

5.42

3.75

2.18

0.79

230

1278

1275

1266

1256

1242

1217

1177

1125

1057

911

202

27.9

13.2

9.41

7.09

5.26

3.68

2.24

0.76

240

1278

1275

1267

1256

1244

1221

1178

1126

1057

910

364

28.7

13.3

9.41

6.99

5.18

3.71

2.43

0.78

250

1278

1274

1266

1255

1244

1218

1178

1126

1054

904

220

28.4

13.2

9.22

6.80

4.98

3.56

2.27

0.72

260

1278

1273

1266

1259

1245

1221

1180

1127

1055

907

363

28.5

13.4

9.14

6.66

4.83

3.33

2.01

0.68

270

1278

1275

1267

1258

1248

1224

1180

1126

1054

902

231

28.1

13.3

8.99

6.63

4.86

3.37

1.78

0.52

280

1278

1275

1269

1260

1248

1222

1181

1126

1052

903

359

27.3

13.2

9.13

6.65

4.83

3.32

1.99

0.67

290

1278

1276

1271

1261

1250

1225

1181

1123

1048

895

226

26.1

12.9

9.18

6.79

4.97

3.54

2.26

0.71

300

1278

1276

1273

1264

1251

1225

1180

1124

1047

895

351

24.9

13.0

9.33

6.98

5.18

3.72

2.43

0.76

310

1278

1279

1273

1266

1251

1225

1178

1121

1045

893

208

23.8

12.9

9.38

7.08

5.27

3.70

2.25

0.76

320

1278

1278

1277

1268

1254

1225

1178

1120

1048

900

353

24.0

13.2

9.61

7.25

5.39

3.74

2.18

0.78

330

1278

1280

1278

1270

1254

1226

1178

1121

1049

899

189

24.0

13.6

9.87

7.45

5.56

3.91

2.37

0.82

340

1278

1281

1278

1271

1256

1226

1178

1121

1052

906

355

24.8

14.5

10.4

7.79

5.76

4.13

2.55

0.84

350

1278

1283

1280

1272

1255

1226

1177

1121

1052

905

176

25.1

15.2

10.9

8.16

5.90

3.90

2.15

0.84

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:26 August 2022 Remarks:


