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LAMP PHOTOMETRIC REPORT

MODEL: 98VegalO0Slim/WH

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 7041.5 1m /4180
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AVERAGE BEAM ANGEE (50%):114.6 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2465 2463 2453 2450 2449 2452 2460 2468 0- 10 236.2 236.2 3.35
20 2366 2359 2347 2335 2331 2340 2354 2369 10- 20 681.6 917.8 13
30 2189 2176 2160 2143 2138 2153 2170 2190 20- 30 1045 1963 27.9
40 1932 1914 1892 1876 1875 1887 1910 1929 30— 40 1278 3241 46
50 1583 1568 1542 1526 1525 1542 1563 1586 40- 50 1340 4581 65.1
60 1149 1130 1106 1093 1101 1113 1134 1153 50- 60 1204 5785 82.2
70 639.5 620.7 601.6 595.0 592.9 616.1 626.1 645.8 60— 70 864.2 6649 94.4
80 157.6 110.3 47.31 101.5 134.1 101.8 72.50 112.9 70- 80 366.4 7016 99.6
90 3.482 3.524 3.484 3.629 3.133 3.073 2.933 2.990 80- 90 25.72 7041 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98VegalO0Slim/WH

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 30 60 90 120 | 150 | 180 | 210 | 240 | 270 | 300 | 330

0 2491 | 2491 | 2491 | 2491 | 2491 | 2491 | 2491 | 2491 | 2491 | 2491 | 2491 | 2491
5 2486 | 2487 | 2484 | 2479 | 2478 | 2479 | 2479 | 2476 | 2482 | 2485 | 2488 | 2486
10 2465 | 2466 | 2460 | 2453 | 2450 | 2449 | 2449 | 2449 | 2455 | 2460 | 2466 | 2470
15 2424 | 2425 | 2416 | 2410 | 2402 | 2400 | 2397 | 2403 | 2408 | 2417 | 2426 | 2430
20 2366 | 2366 | 2353 | 2347 | 2337 | 2333 | 2331 | 2335 | 2345 | 2354 | 2368 | 2370
25 2288 | 2285 | 2270 | 2262 | 2251 | 2247 | 2244 | 2248 | 2264 | 2272 | 2289 | 2290
30 2189 | 2184 | 2167 | 2160 | 2145 | 2142 | 2138 | 2144 | 2161 | 2170 | 2187 | 2192
35 2072 | 2065 | 2044 | 2038 | 2021 | 2017 | 2016 | 2022 | 2038 | 2050 | 2067 | 2074
40 1932 | 1927 | 1902 | 1892 | 1877 | 1875 | 1875 | 1878 | 1897 | 1910 | 1926 | 1933
45 1769 | 1765 | 1738 | 1727 | 1711 | 1712 | 1711 | 1715 | 1735 | 1748 | 1765 | 1771
50 1583 | 1579 | 1556 | 1542 | 1527 | 1526 | 1525 | 1532 | 1553 | 1563 | 1584 | 1589
55 1377 | 1374 | 1347 | 1337 | 1318 | 1323 | 1325 | 1327 | 1348 | 1360 | 1382 | 1382
60 1149 | 1144 | 1116 | 1106 | 1089 | 1096 | 1101 | 1103 | 1123 | 1134 | 1153 | 1152
65 900 | 896 | 867 | 857 | 844 | 854 | 856 | 861 | 882 | 887 | 909 | 905
70 639 | 634 | 608 | 602 | 590 | 600 | 593 | 606 | 626 | 626 | 647 | 645
75 358 | 372 | 336 | 305 | 325 | 331 | 331 | 333 | 349 | 342 | 364 | 339
80 158 | 149 | 71.6 | 47.3 | 67.5 | 136 | 134 | 108 | 95.7 | 72.5 | 100 | 125
85 24.0[9.73|4.79|4.05|4.81|9.26|19.3|8.50|5.97 |4.98 | 6.10 | 9.90
90 3.48 | 3.59 | 3.46 | 3.48 | 3.55 | 3.70 | 3.13 | 3.15| 3.00 | 2.93 | 2.93 | 3.05
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 July 2022 Remarks:




