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LAMP PHOTOMETRIC REPORT

MODEL: 99PFML30/WH

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1194.5 1m ~/+180
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¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 433.0 432.7 436.7 432.9 432.5 431.7 431.4 431.5 0- 10 41.79 41.79 3.5
20 401.0 402.0 402.5 404.6 402.4 400.2 399.7 400.0 10- 20 118.2 160.0 13.4
30 354.5 356.5 369.1 374.4 367.5 352.6 352.6 352.8 20- 30 176.3 336.3 28.2
40 297.7 318.9 306.8 314.6 314.1 294.4 293.5 294.9 30— 40 208.5 544.8 45.6
50 251.8 249.4 239.1 257.7 249.1 230.9 229.8 231.7 40- 50 212.3 757.1 63.4
60 184.4 184.9 172.7 186.0 187.1 165.8 164.5 166.3 50- 60 188.2 945.2 79.1
70 115.7 115.8 112.3 114.6 120.2 101.9 100.7 102.3 60— 70 141.7 1087 91
80 49.89 52.42 51.13 53.69 50.09 43.40 42.85 43.92 70- 80 83.43 1170 98
90 3.877 1.300 13.14 1.778 4.255 0.9468 0.6592 0.9409 80- 90 24.13 1194 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:16 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFML30/WH

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443
5 440 | 440 | 440 | 440 | 440 | 441 | 441 | 441 | 440 | 441 | 441 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440
10 433 | 433 | 433 | 433 | 433 | 433 | 434 | 439 | 440 | 437 | 434 | 433 | 433 | 433 | 433 | 433 | 433 | 433 | 433
15 419 | 419 | 419 | 419 | 419 | 420 | 420 | 420 | 420 | 422 | 427 | 422 | 420 | 420 | 420 | 420 | 420 | 420 | 420
20 401 | 401 | 402 | 402 | 402 | 402 | 402 | 402 | 402 | 402 | 403 | 411 | 405 | 405 | 405 | 404 | 403 | 403 | 402
25 379 | 380 | 380 | 381 | 381 | 381 | 381 | 381 | 381 | 381 | 385 | 399 | 402 | 400 | 400 | 400 | 397 | 384 | 381
30 355 | 355 | 356 | 357 | 356 | 357 | 356 | 356 | 356 | 369 | 373 | 374 | 380 | 374 | 374 | 375 | 374 | 374 | 368
35 327 | 328 | 330 | 339 | 345 | 345 | 336 | 329 | 339 | 345 | 339 | 339 | 349 | 347 | 346 | 346 | 346 | 350 | 345
40 298 | 311 | 319 | 319 | 319 | 319 | 318 | 318 | 318 | 307 | 307 | 307 | 308 | 313 | 316 | 317 | 317 | 315 | 314
45 283 | 286 | 286 | 287 | 287 | 287 | 277 | 283 | 283 | 279 | 275 | 287 | 290 | 291 | 296 | 298 | 293 | 283 | 282
50 252 | 253 | 253 | 254 | 253 | 245 | 245 | 250 | 241 | 239 | 246 | 244 | 245 | 258 | 258 | 264 | 263 | 262 | 249
55 218 | 219 | 232 | 234 | 227 | 227 | 212 | 211 | 205 | 208 | 205 | 208 | 214 | 222 | 233 | 224 | 222 | 227 | 222
60 184 | 197 | 191 | 185 | 191 | 179 | 179 | 173 | 172 | 173 | 177 | 178 | 178 | 184 | 188 | 192 | 196 | 190 | 187
65 154 | 153 | 159 | 155 | 155 | 146 | 145 | 141 | 140 | 140 | 140 | 144 | 145 | 151 | 152 | 156 | 156 | 155 | 153
70 116 | 121 | 119 | 119 | 119 | 113 | 109 | 113 | 112 | 112 | 114 | 112 | 112 | 113 | 117 | 120 | 117 | 119 | 120
75 80.7 | 81.2 | 82.4|82.9|84.4|83.5|86.3|86.6|85.8(84.4|84.3|86.8|86.4|84.5|83.5|83.6|82.1|82.8|81.8
80 49.9 | 49.1|47.9|49.6 | 50.0 | 54.8 | 59.3 | 54.5|50.8 | 51.1|50.9|53.4|57.8|56.0|51.4|49.2|48.5|49.5]50.1
85 21.4|21.8|20.4|20.3|20.8|22.1|21.1|23.2(24.8|24.6|24.8|23.1|21.222.0|21.4|20.720.9|22.2]21.7
90 3.88 (2.41|1.28 |1.28|1.32|1.28|1.66|7.28 | 13.2|13.1|12.7|7.40|1.78|1.82|1.74|1.33|1.26|2.54|4.25
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:16 November 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFML30/WH
POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443 | 443
5 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440
10 432 | 432 | 432 | 432 | 432 | 432 | 431 | 431 | 431 | 431 | 431 | 431 | 431 | 432 | 432 | 432 | 432
15 419 | 419 | 419 | 418 | 418 | 418 | 418 | 418 | 418 | 418 | 418 | 418 | 418 | 418 | 418 | 419 | 420
20 402 | 401 | 401 | 400 | 400 | 400 | 400 | 400 | 400 | 400 | 400 | 400 | 400 | 400 | 401 | 402 | 401
25 380 | 380 | 379 | 378 | 378 | 378 | 378 | 379 | 377 | 378 | 378 | 378 | 378 | 378 | 381 | 379 | 379
30 355 | 354 | 353 | 353 | 352 | 352 | 352 | 352 | 353 | 352 | 352 | 353 | 353 | 353 | 357 | 354 | 354
35 335 | 327 | 325 | 325 | 324 | 324 | 324 | 324 | 324 | 324 | 324 | 324 | 324 | 325 | 326 | 326 | 327
40 313 | 297 | 296 | 295 | 294 | 294 | 294 | 294 | 293 | 294 | 294 | 294 | 295 | 295 | 295 | 296 | 297
45 281 | 272 | 264 | 263 | 263 | 263 | 262 | 262 | 262 | 262 | 262 | 263 | 263 | 264 | 264 | 265 | 266
50 248 | 241 | 232 | 231 | 231 | 230 | 230 | 230 | 230 | 230 | 230 | 231 | 231 | 232 | 232 | 234 | 238
55 214 | 208 | 200 | 199 | 198 | 198 | 197 | 197 | 197 | 198 | 198 | 198 | 199 | 199 | 200 | 201 | 211
60 184 | 174 | 167 | 166 | 165 | 165 | 165 | 165 | 165 | 165 | 165 | 166 | 166 | 167 | 167 | 171 | 177
65 150 | 142 | 135 | 134 | 133 | 133 | 132 | 133 | 132 | 133 | 133 | 134 | 133 | 134 | 135 | 142 | 144
70 116 | 109 | 104 | 102 | 101 | 102 | 101 | 101 | 101 | 101 | 101 | 102 | 102 | 103 | 104 | 107 | 111
75 80.1|78.5|74.0|72.2 | 71.5|71.4|71.1|71.1|71.0|71.2|71.3|71.8|72.0| 72.5|74.1|76.7 | 78.8
80 49.3 | 48.0 | 45.5 | 43.7 | 43.1 | 43.2 | 43.0 | 43.0 | 42.9 | 43.1 | 43.2 | 43.6 | 43.7 | 44.2 | 45.8 | 48.1 | 49.4
85 18.4 | 19.3 | 18.1 | 16.9 | 16.7 | 17.6 | 17.6 | 17.7 | 17.6 | 17.8 | 17.8 | 17.8 | 16.9 | 16.9 | 17.8 | 19.4 | 19.1
90 4.22 | 3.50 | 2.18 | 1.07 | 0.82 | 0.75 | 0.68 | 0.66 | 0.66 | 0.65 | 0.69 | 0.67 [ 0.82 | 1.06 | 1.97 | 2.82 | 3.56
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:16 November 2022 Remarks:




