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LAMP PHOTOMETRIC REPORT

MODEL: 99PFMT30/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1531.4 1m ~/+180
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AVERAGE BEAM ANGEE (50%):107.0 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 550.6 550.4 549.7 548.1 546.8 545.9 547.4 549.4 0- 10 53.02 53.02 3.46
20 514.5 514.2 512.7 510.7 506.8 505.2 508.1 512.8 10- 20 150.1 203.1 13.3
30 458.2 466.0 455.4 472.0 448.1 445.3 449.3 457.0 20- 30 223.1 426.3 27.8
40 397.8 403.2 411.3 400.5 392.7 372.6 377.6 398.6 30— 40 266.8 693.1 45.3
50 333.5 329.4 305.0 325.7 311.7 293.3 303.9 314.9 40- 50 272.8 965.9 63.1
60 250.2 241.7 220.9 237.3 232.0 211.5 216.5 231.7 50- 60 243.6 1210 79
70 156.5 148.7 137.1 143.8 144.4 130.9 134.7 145.7 60— 70 183.1 1393 90.9
80 66.63 62.48 67.36 60.71 61.12 56.86 60.06 64.60 70- 80 106.1 1499 97.9
90 5.895 2.036 14.45 1.409 4.126 1.479 5.847 2.125 80- 90 32.65 1531 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMT30/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562
5 559 | 559 | 559 | 560 | 560 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 558 | 558 | 558 | 558 | 558 | 559 | 559
10 551 | 551 | 551 | 551 | 550 | 550 | 550 | 550 | 550 | 550 | 549 | 549 | 549 | 548 | 548 | 549 | 549 | 548 | 547
15 535 | 536 | 535 | 535 | 535 | 535 | 535 | 535 | 534 | 534 | 534 | 533 | 533 | 532 | 532 | 533 | 531 | 530 | 529
20 515 | 515 | 514 | 515 | 514 | 514 | 514 | 513 | 513 | 513 | 512 | 512 | 511 | 511 | 510 | 511 | 508 | 508 | 507
25 489 | 489 | 489 | 489 | 488 | 488 | 488 | 487 | 486 | 486 | 486 | 486 | 485 | 485 | 485 | 484 | 482 | 481 | 479
30 458 | 459 | 459 | 462 | 466 | 466 | 461 | 457 | 456 | 455 | 455 | 461 | 470 | 471 | 472 | 468 | 458 | 450 | 448
35 424 | 431 | 441 | 442 | 441 | 441 | 440 | 439 | 430 | 422 | 437 | 438 | 438 | 437 | 439 | 436 | 434 | 431 | 414
40 398 | 404 | 404 | 404 | 403 | 403 | 401 | 395 | 398 | 411 | 392 | 392 | 397 | 400 | 401 | 398 | 396 | 395 | 393
45 375 | 365 | 364 | 364 | 363 | 358 | 354 | 353 | 359 | 360 | 360 | 352 | 352 | 354 | 363 | 358 | 356 | 355 | 353
50 333 | 326 | 325 | 335 | 331 | 328 | 326 | 319 | 306 | 305 | 310 | 319 | 324 | 325 | 327 | 330 | 328 | 314 | 312
55 290 | 298 | 292 | 291 | 284 | 281 | 270 | 270 | 269 | 264 | 269 | 274 | 269 | 275 | 281 | 285 | 283 | 283 | 271
60 250 | 252 | 242 | 245 | 245 | 239 | 229 | 227 | 221 | 221 | 221 | 226 | 226 | 237 | 238 | 240 | 244 | 236 | 232
65 202 | 203 | 201 | 195 | 200 | 192 | 184 | 179 | 178 | 178 | 178 | 179 | 183 | 191 | 198 | 196 | 193 | 190 | 189
70 157 | 156 | 148 | 154 | 151 | 146 | 143 | 139 | 137 | 137 | 137 | 138 | 143 | 142 | 146 | 151 | 142 | 145 | 144
75 109 | 107 | 105 | 106 | 107 | 102 | 97.8 | 98.0 | 96.9 | 97.3 | 96.7 | 97.4 | 97.0 | 101 | 103 | 103 | 99.7 | 99.6 | 102
80 66.6 | 66.6 | 64.5 | 63.8 | 63.7 | 61.3 | 62.4 | 64.3 | 65.9|67.4|65.9|64.4|61.6|59.6|61.8|60.3|59.3|60.5|61.1
85 31.6 | 30.9|28.5[27.0|25.5|25.3|32.1|34.1|34.0|34.2|34.0|33.1|30.8|24.8|24.5|24.9|25.0/|26.4]27.4
90 5.90 | 4.32 | 2.69|1.96 | 1.45|2.63 | 7.62 |12.7 | 14.0 | 14.4 | 14.6 | 12.8 | 7.53 | 1.47 | 1.34 | 1.43 | 1.41 | 2.55 | 4.13
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:15 November 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMT30/WH
POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 562
5 559 | 559 | 559 | 559 | 559 | 559 | 559 | 560 | 560 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559
10 546 | 546 | 546 | 546 | 546 | 546 | 546 | 547 | 547 | 549 | 550 | 550 | 549 | 550 | 550 | 550 | 550
15 529 | 529 | 528 | 528 | 528 | 529 | 529 | 530 | 530 | 531 | 533 | 535 | 534 | 534 | 535 | 535 | 535
20 506 | 506 | 505 | 505 | 505 | 506 | 506 | 507 | 508 | 509 | 510 | 512 | 513 | 513 | 514 | 514 | 514
25 478 | 478 | 477 | 477 | 477 | 478 | 478 | 480 | 481 | 482 | 483 | 485 | 487 | 487 | 488 | 488 | 488
30 447 | 446 | 445 | 445 | 445 | 446 | 447 | 448 | 449 | 451 | 453 | 455 | 457 | 457 | 458 | 458 | 458
35 412 | 411 | 410 | 410 | 410 | 411 | 412 | 413 | 415 | 417 | 419 | 428 | 435 | 435 | 432 | 425 | 424
40 375 | 374 | 373 | 373 | 373 | 373 | 374 | 376 | 378 | 389 | 394 | 396 | 398 | 399 | 400 | 400 | 398
45 350 | 335 | 334 | 334 | 333 | 334 | 335 | 337 | 349 | 348 | 348 | 352 | 359 | 359 | 360 | 360 | 364
50 309 | 295 | 293 | 293 | 293 | 294 | 295 | 299 | 304 | 306 | 308 | 310 | 312 | 318 | 319 | 319 | 330
55 263 | 260 | 253 | 253 | 252 | 253 | 254 | 257 | 258 | 260 | 270 | 275 | 279 | 280 | 285 | 289 | 288
60 220 | 219 | 212 | 212 | 211 | 212 | 213 | 215 | 217 | 219 | 222 | 226 | 227 | 236 | 234 | 240 | 238
65 179 | 177 | 171 | 171 | 171 | 172 | 172 | 174 | 175 | 177 | 182 | 184 | 187 | 192 | 192 | 191 | 189
70 138 | 136 | 131 | 131 | 131 | 132 | 132 | 134 | 135 | 137 | 140 | 143 | 143 | 149 | 145 | 145 | 147
75 98.9 | 95.9 | 93.1|92.8|92.3|93.5|93.8|95.3|95.9|97.7|98.5| 100 | 103 | 107 | 102 | 102 | 105
80 60.4 | 59.3 | 57.6 | 56.9 | 56.8 | 57.6 | 58.2 | 59.2 | 60.1 | 61.8 | 63.1 | 64.0 | 63.7 | 65.5 | 61.8 | 61.6 | 63.6
85 27.0 | 25.9|24.2|23.4|23.4|24.4|25.8|27.6|28.9|30.5|32.0|32.8(28.0|26.8|24.7|26.9]29.8
90 4.05|3.35|2.31|1.54 |1.41|1.73|2.65|4.09|5.85|7.47 | 8.60| 7.35|2.32|1.93|2.55|3.22| 4.63
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:




