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LAMP PHOTOMETRIC REPORT

MODEL: 99PFMX40/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2288.9 1m ~/+180
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€30/210,104.2
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AVERAGE BEAM ANGEE (50%):104.0 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 854.9 853.4 853.6 854.0 855.8 856.2 856.8 855.9 0- 10 82.59 82.59 3.61
20 794.9 791.9 791.7 792.6 796.0 797.2 798.1 796.8 10- 20 233.8 316.4 13.8
30 703.3 699.0 697.7 699.8 704.2 705.7 706.4 705.6 20- 30 346.4 662.8 29
40 590.8 585.3 582.7 586.0 591.1 592.5 592.6 592.9 30— 40 405.3 1068 46.7
50 467.3 459.9 455.7 460.8 466.5 467.2 466.2 468.2 40- 50 407.1 1475 64.4
60 336.8 328.6 324.4 329.7 336.5 336.5 335.1 337.4 50- 60 356.7 1832 80
70 206.1 199.4 195.9 200.0 205.8 206.6 205.8 207.6 60— 70 264.9 2097 91.6
80 86.28 81.45 86.72 81.88 85.85 87.66 91.14 88.33 70- 80 150.6 2247 98.2
90 5.343 2.198 12.31 2.479 5.123 2.410 10.25 2.538 80- 90 41.57 2289 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMX40/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875
5 870 | 870 | 870 | 870 | 870 | 870 | 870 | 870 | 869 | 870 | 870 | 870 | 870 | 870 | 870 | 870 | 870 | 870 | 871
10 855 | 855 | 854 | 854 | 853 | 853 | 853 | 854 | 853 | 854 | 853 | 854 | 854 | 854 | 854 | 854 | 855 | 855 | 856
15 829 | 829 | 828 | 828 | 827 | 827 | 827 | 827 | 827 | 827 | 827 | 827 | 827 | 828 | 828 | 829 | 829 | 830 | 831
20 795 | 794 | 794 | 793 | 792 | 792 | 792 | 792 | 792 | 792 | 792 | 792 | 792 | 793 | 793 | 794 | 794 | 795 | 796
25 752 | 752 | 751 | 750 | 749 | 749 | 748 | 748 | 748 | 748 | 748 | 749 | 749 | 749 | 750 | 751 | 752 | 753 | 753
30 703 | 703 | 702 | 701 699 | 699 | 698 698 698 698 698 699 | 699 | 700 | 700 | 702 | 702 | 703 | 704
35 649 | 648 647 646 | 644 644 643 | 643 | 642 642 642 643 | 644 645 | 645 | 647 648 649 | 649
40 591 | 590 | 589 | 588 | 586 | 585 | 584 | 583 | 583 | 583 | 583 | 584 | 584 | 586 | 586 | 588 | 589 | 590 | 591
45 530 | 529 | 528 | 526 | 524 | 523 | 522 | 521 | 520 | 520 | 520 | 521 | 522 | 524 | 525 | 527 | 528 | 529 | 530
50 467 | 466 | 464 | 463 | 460 | 459 | 458 | 457 | 455 | 456 | 456 | 457 | 458 | 460 | 461 | 463 | 464 | 466 | 467
55 403 | 402 | 400 | 398 | 395 | 394 | 392 | 391 | 390 | 390 | 390 | 392 | 393 | 395 | 396 | 398 | 399 | 401 | 402
60 337 | 337 | 334 | 332 | 329 | 328 | 326 | 325 | 324 | 324 | 324 | 326 | 327 | 329 | 330 | 332 | 333 | 335 | 337
65 271 | 271 | 268 | 266 | 263 | 263 | 261 | 260 | 259 | 259 | 259 | 261 | 262 | 264 | 265 | 266 | 268 | 270 | 271
70 206 | 206 | 204 | 202 | 199 | 199 | 198 | 198 | 196 | 196 | 196 | 197 | 198 | 200 | 200 | 202 | 203 | 205 | 206
75 143 | 144 | 143 | 141 | 138 | 138 | 136 | 137 | 135 | 136 | 136 | 137 | 137 | 139 | 139 | 141 | 142 | 143 | 144
80 86.3|86.3|85.5|83.6|81.7|81.2|82.3|84.4(85.0(86.7|84.9(84.7|82.8|81.7|82.1|83.3|84.3|85.6]|85.8
85 34.5(33.9(32.7|31.8|30.7|30.6|33.4|36.8(35.8|36.3|36.1|36.6|33.831.1|31.0|31.6|32.0]33.234.3
90 5.34|4.28|3.34|2.56|1.84|2.56|6.47 |10.6 | 12.1 |12.3|12.1|10.6| 6.72 |3.00 | 1.96|2.37|2.91|3.95]5.12
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:15 November 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMX40/BL
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875
5 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 871 | 870
10 856 | 856 | 856 | 856 | 856 | 857 | 857 | 857 | 857 | 857 | 857 | 856 | 856 | 856 | 856 | 856 | 855
15 831 | 831 | 831 | 831 | 831 | 832 | 832 | 832 | 832 | 832 | 832 | 832 | 831 | 831 | 831 | 831 | 830
20 796 | 797 | 797 | 797 | 797 | 798 | 798 | 798 | 798 | 798 | 798 | 798 | 797 | 797 | 796 | 796 | 796
25 754 | 754 | 754 | 755 | 755 | 755 | 755 | 756 | 756 | 756 | 755 | 755 | 754 | 754 | 754 | 754 | 753
30 705 | 706 | 705 | 706 | 706 | 706 | 706 | 707 | 706 | 707 | 706 | 706 | 706 | 706 | 705 | 705 | 704
35 650 | 651 | 651 | 651 | 651 | 652 | 652 | 652 | 652 | 652 | 652 | 652 | 651 | 651 | 651 | 651 | 650
40 592 | 592 | 592 | 593 | 592 | 593 | 593 | 593 | 593 | 593 | 593 | 593 | 593 | 593 | 593 | 593 | 592
45 530 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 530 | 531 | 531 | 532 | 531 | 532 | 532 | 532 | 531
50 467 | 467 | 467 | 467 | 467 | 467 | 467 | 467 | 466 | 467 | 467 | 468 | 468 | 469 | 469 | 469 | 468
55 402 | 403 | 402 | 402 | 402 | 402 | 401 | 401 | 401 | 401 | 402 | 403 | 403 | 404 | 404 | 404 | 403
60 336 | 337 | 336 | 337 | 336 | 336 | 336 | 336 | 335 | 336 | 336 | 337 | 337 | 338 | 338 | 338 | 337
65 270 | 270 | 270 | 271 | 271 | 271 | 270 | 270 | 270 | 270 | 270 | 272 | 272 | 272 | 271 | 271 | 270
70 205 | 206 | 206 | 207 | 206 | 207 | 206 | 206 | 206 | 207 | 207 | 208 | 208 | 208 | 207 | 206 | 205
75 142 | 143 | 143 | 145 | 145 | 145 | 145 | 145 | 145 | 146 | 145 | 146 | 146 | 146 | 144 | 143 | 141
80 83.4 82.6|84.1|87.3|88.1(88.2(89.8|91.2(91.1|92.2(91.8|90.4|88.8|87.9|84.2|82.1|82.6
85 33.4 | 31.5|28.9(33.5|35.0|37.4(39.4|40.0|40.6 | 41.6 | 42.4|39.3(35.8|34.1|29.0|31.6] 33.5
90 4.43 | 3.50 | 2.68 | 2.16 | 2.66 | 4.97 | 7.82 | 9.40 | 10.2 | 10.8 | 10.1 | 6.54 | 3.02 | 2.06 | 2.39 | 2.96 | 3.95
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:




